
Expand your MACH-Sentry™ Intrusion Detection System network reach with the LTE cellular modem.

The MACH-Sentry Intrusion Detection System BACnet controller offers true open connectivity for diverse

applications. Designed to meet or exceed the BACnet Advanced Application Controller (B-AAC) profile, the

MACH-Sentry Intrusion Detection System supports eight input and output objects, expandable in sets of

eight additional objects, and enables seamless integration of intrusion detection, security, and building

management systems.

SUBMITTAL

MACH-Sentry™ LTEModem

06/24/24 © 2000-2024 Reliable Controls® Corporation. All rights reserved.

Designed and manufactured in the United States for use in distributed control systems.

1 (2)

R E L I A B L E C O N T R O L S ® S Y S T E M



MACH-Sentry™ LTEModem

TECHNICAL SPECIFICATIONS

Antenna

l LTE cellular modem for the MACH-Sentry Intrusion
Detection System.

l Antenna cable included.

Ambient Limits
l Operating: -40°C to 70°C (-40°F to 158°F).

l Storage: –40°C to 70°C (–40°F to 158°F).

l Humidity: Up to 93% RH noncondensing at 40°C
(104°F).

ORDERING

AKT-SG5-CMAC
l LTE modemmodule and antenna cable.
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