
The RIOX-5 expansion board adds inputs and outputs to MACH-Sentry™ Intrusion Detection System controllers.

Up to seven RIOX-5 expansion boards can be added to a single MACH-Sentry, with each expansion board

adding eight binary inputs and eight relay outputs.

SUBMITTAL

MACH-Sentry™ RIOX-5 Expansion Module
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MACH-Sentry™ RIOX-5 Expansion Module

PRODUCT FEATURES

I/O Expansion
l Expand the I/O capacity of MACH-Sentry Intrusion
Detection System controllers to a maximum of 64 inputs
and 64 outputs.

TECHNICAL SPECIFICATIONS

Communications
l 20 pin PC board connector between RIOX-5 and
MACH-Sentry.

l 48 pin removable terminal block for I/O connection.

Inputs
l Eight tamper-protected binary expansion inputs.

l Capable of detecting normal, alarm, tamper short, and
tamper open status.

Ambient Limits
l Operating: -20°C to 70°C (-4°F to 158°F).

l Storage: –20°C to 70°C (–4°F to 158°F).

l Humidity: Up to 95% RH noncondensing.

Supply Voltages
l Power supplied by MACH-Sentry.

l 12 VDC at 150 mA

l 8 V at 12 mA.

l 5 V at 40 mA.

Outputs
l Eight Form C software-selectable relay expansion
outputs.

l Rated for 5 A at 100 VDC.

ORDERING

Models

ACB-10330
l RIOX-5 input/output expansion module (maximum of
seven per MACH-Sentry Intrusion Detection System).

06/24/24 © 2000-2024 Reliable Controls® Corporation. All rights reserved.

Designed and manufactured in the United States for use in distributed control systems.

2 (2)


