
A variety of locking solutions from ASSA ABLOY Group, Aperio allows you to affordably increase facility security

using local wireless communication. In an RC-Passport® network, MACH-Sentry™ Wireless Access Control

System controllers provide real-time off- and online access control management for all locks connected to Aperio

hubs.
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MACH-Sentry™ Aperio Accessories

PRODUCT FEATURES

Built-In Connectivity
l Wireless communication between door locks and the
Aperio hub connected to the MACH-Sentry Wireless
Access Control System.

l Each Aperio hub supports up to eight locks.

l Real-time door status monitoring.

TECHNICAL SPECIFICATIONS

Communications
l One EIA-485 serial port.

l IEEE 802.15.4 (2400 - 2483-5 MHz).

l 16 channels.

l AES 128 bit encryption.

Reciever Sensitivity
l -100 dBm.

Safety, Radio and EMC Certifications
l IEC 62368-1:2014.

l EN 62368-1:2014 + A11:2017.

l UL/CSA 62368-1:2014.

l EN 301 489-1 V2.1.1.

l EN 301 489-17 V3.2.0.

l EN 300 328 V2.2.2.

l EN50130-4:2011 + A1:2014.

l EN 62311.

l FCC 47 CFR Part 15 subpart B and subpart C.

l ISED RSS-247 AND ICES-003

l AS/NZS 4268.

Wireless Transmit Power
l 10 dBm/MHz.

l Peak value from average detector according to EN
ETSI 300 328 maximum spectral density.

l Range of 25 m indoors depending on installed
environment.

External Antenna
l One reverse polarity SMA external antenna extender.

Ambient Limits
l Operating: -40°C to 70°C (-40°F to 158°F).

l Storage: –40°C to 70°C (–40°F to 158°F).

l Humidity: Up to 93% RH noncondensing at 40°C
(104°F).
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MACH-Sentry™ Aperio Accessories

ORDERING

Accessories

H35-10422
l Aperio AH30R12 NNNN RS-485 hub 1:8.

H35-10423
l Aperio EXT-10-ANT hub external antenna. Each hub
requires an antenna.

Aperio-Door-L
l Door License to be distributed into the MACH-Sentry
Wireless Access Control System.

APA-10-PC
l Aperio Programming Kit.
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